
Technical	Information	automotive	HSA	tape
Double	sided	foam	tape	with	high	adhesive	strength.	Suitable	for	mounting	all
kinds	of	objects	such	as	trims,	signs	etc.

	

	

Quality	and	properties
Very	high	adhesive	strength	(HSA=	high
strength	acrylic)
Good	adhesion	to	metal,	glass	and	most	plastics
Solvent	resistant
Repositionable
Replaces	screws	and	pop	rivets

Physical	and	chemical
data

Adhesive:	acrylic
Carrier:	acrylic	foam
Maximum	temperature:	120°C
Adhesive	strength:	54	N/	25	mm
Shear	strength:	7,9	kg/	cm²
Thickness:	1,10	mm

	

Dati	per	l'ordinazione
Esonero	di	responsabilità
Queste	informazioni	tecniche	si	basano	su	conoscenze	scientifiche.	Sono	da	considerarsi	tuttavia	come
indicazione	non	vincolante	e	non	liberano	il	consumatore	dall'effettuare	personalmente	i	controlli	sui
prodotti	circa	la	compatibilità	con	gli	impieghi	da	lui	previsti.	L'applicazione	e	la	lavorazione	avvengono
al	di	fuori	del	diretto	controllo	del	produttore	e	sono	di	esclusiva	responsabilità	dell'utilizzatore.
European	Aerosols	è	sollevata	da	ogni	responsabilità	se	l'eventuale	danno	non	è	riconducibile	a	cause
specifiche	imputabili	alla	stessa	European	Aerosols.

As	of	June	26,		2014
This	release	replaces	all	eventually	earlier	issued	versions.
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