
Technical	Information	Repair	Tape	HPX	6200
Very	strong,	universal	high	quality	tape	with	stengthened	backing	and	high
adhesive	strength.	Suitable	for	securing	and	repairing	pipes,	tubes,	garden
hoses	,	etc.

	

Qualität	und
Eigenschaften

Various	colours,	widths	and	lengths	available
Easy	to	tear	off
On	most	subsurfaces	removable	without
leaving	residues
Waterproof
For	indoor	and	outdoor	use

Physikalische	und
chemische	Daten

Adhesive:	natural	rubber
Carrier:	woven	cloth/polyester	with
polyethylene	coating
Maximum	temperature:	60°C
(vorübergehend	bis	80°C)
Tensile	strength:	183	N/	25	mm
Adhesive	strength:	13	N/	25	mm
Thickness:	0,30	mm

	

Dati	per	l'ordinazione
Esonero	di	responsabilità
Queste	informazioni	tecniche	si	basano	su	conoscenze	scientifiche.	Sono	da	considerarsi	tuttavia	come
indicazione	non	vincolante	e	non	liberano	il	consumatore	dall'effettuare	personalmente	i	controlli	sui
prodotti	circa	la	compatibilità	con	gli	impieghi	da	lui	previsti.	L'applicazione	e	la	lavorazione	avvengono
al	di	fuori	del	diretto	controllo	del	produttore	e	sono	di	esclusiva	responsabilità	dell'utilizzatore.
European	Aerosols	è	sollevata	da	ogni	responsabilità	se	l'eventuale	danno	non	è	riconducibile	a	cause
specifiche	imputabili	alla	stessa	European	Aerosols.

Stand:	14.	August	2014
Mit	dieser	Version	werden	alle	evtl.	früher	erschienenen	Versionen	ungültig.
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